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DESCRIPTION

HARDWARE

OPERATING SYSTEM HARDWARE DISPLAY

Windows 7 Intel® Core i5 or better Min. 1024x768 @ 32 bit color depth

Windows 10 8GB memory DirectX® 11

CLIENT REQUIREMENTS

The Accenture StormTest HV04HD hardware components support the automated testing of a variety 
of Digital TV devices using StormTest Development Center and Warning Center software, including 
set top boxes, media players and connected TVs.

The HV04HD is designed to test four independent High Definition devices at a time and can be used 
locally or remotely by multiple developers or testers. The modular hardware approach provides a 
flexible platform simplifying system configuration and maintenance while guaranteeing superior 
performance.

The HV04HD compatible hardware provided by 
Accenture provides a highly reliable, modular 
rack mountable, industrial solution supporting 
the following features for capture from and 
control of the devices under test: 

• Four HDMI inputs for HD audio and 
  video capture 
• Four Infra-Red controllers
• Four AC power outlets to control power 
  to the devices under test
• Four optional RS-232 serial ports

HV04HD Freestanding

TECHNICAL DATASHEET

To run the StormTest client software remotely the following minimum speci�cations are required.

PHYSICAL
Accenture supplied core hardware components:

• Video Capture Server
• Remote Power Switch

• Infra-Red Control Unit and Blaster
• Serial Terminal Server (Optional)
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FORM FACTOR

3RU (4RU with optional serial server)                                        Individual 19” rack mountable units 

DEVICES

Number of devices under test supported 4

Connections per device

 

AV: 1 x HDMI Type A receptacle 
Power: 1 x Universal Socket 
IR: 1 x Infra-red Emitter 
Serial: 1 x RJ-45 with DB-9 adaptor AV (Optional)
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REGULATORY

All supplied components are certified as compliant with FCC and CE electronic safety, environmental 
and emissions standards.

AUDIO / VIDEO INPUT

Video Input Interface 480i/p, 576i/p, 720p, 1080i/p 

Audio Input Interface Stereo PCM Audio, 16 bit, 32 – 48 kHz

Resolution 1920x1080 
1280x720 
720x576 
720x480

Video Bit Rate 128kbps – 12Mbps

Frame Rate 3fps – 30fps

Audio Frequency Range 48kHz

HDCP HDCP v1.4

POWER REQUIREMENTS

110 – 240V AC 50-60HzElectrical Power

ENVIRONMENTAL

Operating Temperature 10°C to 35°C (50°F to 95°F)

Operating Humidity (RH) 20% to 80%

OCR

Characters per month 2.5 million
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ABOUT ACCENTURE DIGITAL VIDEO

Accenture Digital Video is a business unit within 
Accenture. We deliver business results for 
companies where video is of strategic importance, 
helping them pivot to capture new growth 
opportunities in an ever changing market.
Partnering with clients, we use our agile 
methodologies, deep skills, and open technology 
platforms and apply them in every phase of a 
change journey—from thinking to doing. The end 
result: more predictability in the face of a complex 
and volatile landscape. Accenture Digital Video
has a 20 year track record in driving video 
innovation through a global workforce of more 
than 2,000 dedicated professionals across strategy, 
delivery, business services and operations, all 
dedicated to helping clients grow profitably.

ABOUT ACCENTURE

Accenture is a leading global professional services 
company, providing a broad range of services and 
solutions in strategy, consulting, digital, technology 
and operations. Combining unmatched experience 
and specialized skills across more than 40 industries 
and all business functions – underpinned by the 
world’s largest delivery network – Accenture works 
at the intersection of business and technology to 
help clients improve their performance and create 
sustainable value for their stakeholders. With 
approximately 442,000 people serving clients in 
more than 120 countries, Accenture drives 
innovation to improve the way the world works 
and lives. Visit us at www.accenture.com.


